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ALL COMPONENTS MUST COMPLY WITH THE EUROPEAN DIRECTIVE ON THE RESTRICTION OF THE USE OF THE CERTAIN HAZARDOUS SUBSTANCES (RoHS)
CHECK REVISION AND STATUS BEFORE USE
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Tolerance:

Part of BDR Thermea

Change Description

  

DIMENSION TOLERANCE TO ISO 14405 All Dimensions Must Meet
 Envelope Requirements.

E ISO 2768 mK
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ELECTRIC WELDING LINE

ELECTRIC WELDING LINE

Pipe Fe 360
esternal Ø 42,4 u 0,3
thickness 3 u 0,1

Pipe Fe 360
esternal Ø 62 u 0,3
thickness 3,25 u 0,1

90
°

90°

485,2

10
0

MATERIAL Fe 360 sp. 3 mm 
PROFILE 100x100

Pipe Fe 360
esternal Ø 42,4 u 0,3
thickness 3 u 0,1
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NOTE
  - THE INTERNALS OF THE TUBES AND THE MANIFOLD
    MUST BE FREE FROM DIRT,SWARF,ETC.
  - THE COMPONENT MUST BE FREE FROM BURES AND CRAKS.
  - TEST PRESSURE: 4,5 bar
  - FINISH,ZINC PLATED.
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